
Ei
ge

nt
um

sr
ec

ht
e, 

Ur
he

be
rr

ec
ht

e 
un

d 
Ve

rv
ie

lfä
tig

un
gs

ve
rb

ot
 b

ea
ch

te
n, 

sie
he

 a
uc

h 
DI

N 
34

.

D-63839-Kleinwallstadt

A3

0,8
0,5
0,3
0,2
0,1±

±
±
±
±

AbmaßPassung

ersetzt durchErsatz für315 ...1000
120 ... 315
30 ... 120

6 ...  30
0,5 ...  6

Ä
nd

er
un

g

gepr.

gez.

NameDatumDIN ISO 2768-mK

WerkstoffnummerWerkstoffbezeichnung

Rohteil-/Vorteilnummer Gewicht

Format

Maßstab

Benennung

Antriebstechnik
JAKOB

kg

DIN ISO
13715

-0,4

+0,8
Artikelnummer

-

--

-

-
0,8

03.12.21

-

MB - 046 24269-e

Wu

35,5

111 u1

14
5

Ø15
7

±1
,5

Ø

17,5

metal bellows coupling
KG 1300 / 6W - standard

M 16 - EASY
TS=300 Nm

Plasma-welding-procedure

O
D2

O
D1

35,556
+1
-1( )

72
,5

technical data:

nominal torque: 1300 Nm
maximum torque: 2600 Nm
torsional stiffness: 170 Nm/arcmin
moment of inertia: 0,03 kgm²
max. axial shaft displacement: ± 1 mm
max. lateral shaft displacement:  0,3 mm
axial spring rate: 120 N/mm
lateral spring rate: 730 N/mm
temperature range: -40° up to +350°C
maximum speed: 7.000 rpm
D1/2min/max = Ø50 / Ø90 mm
mass: approx. 9 kg

material:
bellows: stainless steel
hubs: Steel St 52
clamping screws: ISO 4762 - 12.9


