Eigentumsrechte, Urheberrechfe und Vervielfdfigungsverbot beachten, siehe auch DIN 3&.
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parking position - clamping screws
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4x M20 - TA=200 Nm 0 4x M20 - TA=200 Nm
2x clamping screw M24
30 1285 _ 40 30 SW19 - TA= 300 Nm
\ =T
! , , !I kL££H<t [
————ArEpD *ﬁf
| passive part | ||| |
| profile rail o |# JI
| & =
/|
- | | N -
S ni Sl
s 3 | | s
< | -
6 | | | -+ | ||
= | ‘ active part | | |
| | 1 - drive side 4 ||
Iffl’i%%_ﬁ_____y
J [ [ ] ] : L1
e S
I LT
30 40 - 1285 30 .
optional
- Initiator -
clamping control
. . g Rohteil-/Vo:teilnummer Gew:cht 0 , 65
Material axial operating force ( push-pull } FA = 140 kN - 20,7 kg
hightensile aluminium - anodized verfical force - side load FV = 140 kN o sectional rail coupling
threaded bushing: heat treated steel bending moment MB = 16.000 Nm SRS o et ome et (P 200 x 200
screws: 150 4762 - 129 s JAKOB/ =™ 2 -\ PKP 200 - e
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